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GENTEX CORP 55182

i0985 CHICAGO DR

ZEELAND, MI 49464-8101 USA

Back boxes Model(s) GBLP-R (red), GBLP-W (white)

Speakers with GBLP back boxes. for outdoor wall or ceiling mounting use Model(s) WSSPK-R (red), WSSPK-W (white)

Speakers, for indoor use Model(s) SPKE4-R ked), SPKE4-W (white)

Speakers, for indoor wall or ceiling mounting use Model(s) SSPKCLP-R (red), SSPKCLP-W (white)

Speakers/storbes, for indoor ceiling mounting use Model(s) SSPK24CLP (selectable-candela type with ratings of 15 cd, 30 cd, 60 cd, 75 cd

or 110 cd), may be followed by A (alert), P (plain) or F (French), followed by R (red) or W {white).

Speakers/storbes, for indoor wall mounting use Model(s) SSPK24-15/75WLP, may be followed by A (alert), P (plain) or F (French), followed
by R (red) or W (white)..

SSPKZ4WLP (selectable-candela type with ratings of 15 cd, 30 cd, 60 cd, 75 cd or 110 cd), may be followed by A {alert), P (plain) or F (French),

then followed by R (red), or W (rr,rhite).

Speakerslstrobes with GBLP back boxes, for outdoor wall mounting use Model(s) WSSPK24-15 /75, may be followed by A (alert), P (plain)

or F (French), followed by W (wall), followed by R (red) or W (white).

WSSPKA24-'15//5 (amber lens), WSSPKB24-15/75 (blue lens), WSSPKG24-'1 5Il5 (green lens) or WSSPKR24- l5 /75 (red lens), may be followed
by A (alert), P (plain) or F (French), followed by W (wall), followed by R (red), or W (white).

Speakers,/strobes, for indoor ceiling mounting use Model(s) SSPKR24 (red lens) {selectable-candela type with ratings of 15 cd, 30 cd, 75

cd, 95 cd or 'l 15 cd), may be followed by A {alert), P (plain), folloiared by C (ceiling), followed by R (red) or W (white).

Speakers/strobes, for indoor wall mounting use Model(s) SSPKA24- 15r5 (amber lens), SSPKB24- 1 5Il5 (blue lens), SSPKG24-1 5175 (green

lens) or SSPKR24-15r5 (red lens), may be followed by A (alert), P (plain) or F (French), followed by W (wall), followed by R (red) or W (white).
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The appearance of a company's name or product in this database does not in itself assure that products so identified have been
manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Ceriified and covered
under UL's Follow-Up Service. Always look for the Mark on the product.
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