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The ZT-SSPK24WLP is a high quality speaker/strobe. The high intensity strobe utilizes a Xenon flash tube that generates a high-
intensity flash visible from all angles. The ZT-SSPK24WLP is provided with a turn dial which allows for candela selection at the 
installation site; 15Cd, 30Cd, 60Cd, 75Cd, or 110Cd. This appliance is ideal for any occupancy that requires notification 
appliances per the applicable building or fire code or wherever dependable alarms are required.  
The ZT-SSPK24WLP speaker/strobe strobe is listed in compliance with ANSI/UL 1971, Signaling Appliances for the Hearing 
Impaired. 
 

 

 
 

 

The ZT-SSPK24WLP Series speaker/strobe offer a choice of field selectable power taps, 1/8, 1/4, 1/2, 1, 2 and 4 Watts for use 
with either 25VRMS or 70.7VRMS audio amplifiers. The frequency range of the speakers is 400-4000Hz. All devices are suitable 
for line supervision. Speaker includes DC blocking capacitor which allows for supervision voltage of either polarity. 
 

 

 

 
 

This appliance is intended for use in fire alarm systems and is to be installed in accordance with this manual, the 
recommendation of the local authorities having jurisdiction, and other NFPA documents that provide standards on 
notification appliances for protective signaling systems.  
 
The ZT-SSPK24WLP is intended for indoor installations only; this appliance is not listed for outdoor or drip proof 
applications. The ZT-WSSPK24-15/75W, are intended for indoor or outdoor installations; this appliance is listed for 
outdoor or drip proof applications when used in conjunction with the GBLP back box. 
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NOTICE: DC VOLTAGE RANGE LIMITS: 16-33V. FWR VOLTAGE RANGE LIMITS: 16-33V. THIS PRODUCT WAS ONLY TESTED TO THE STATED 
VOLTAGE RANGE(S); DO NOT APPLY 80% AND 110% OF THIS RANGE FOR SYSTEM OPERATION. 

 
 
 
 

1. To select the proper wattage input for the speaker, move the jumper to the appropriate pin.  
2. Always maintain electrical isolation between speaker and strobe wiring on combination units.  
3. Do not exceed 130% of rated speaker voltage. If excessive distortion is heard, check amplifier for signal clipping. If  
     clipping exists, reduce either amplifier input or gain.  
4. Four screws are provided, two for securing speaker to the back box and two for aesthetics. The two non- 
     functional screws will be held in place by the pressure fit of the faceplate. 

 
 

 
 

NOTICE: ALL STROBES ARE DESIGNED TO FLASH AS SPECIFIED WITH CONTINUOUS APPLIED VOLTAGE. THIS APPLIANCE IS NOT 
RECOMMENDED FOR USE ON CODED OR PULSING SIGNALING CIRCUITS. HOWEVER, USE OF THE AVSM CONTROL MODULE IS 
PERMITTED TO SYNCHRONIZE THE STROBE. 
 
 
 

Electrical Specifications 

System Considerations 
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1. Supply power to the system control panel. The auxiliary signaling device should not be activated.  
2. If the signal is activated: a. Check all smoke and fire detectors in the system to make sure they have not been activated. b. 
Check all wiring connections to make sure the signal detection circuits are not reversed or shorted together. Check wire color 
codes and traces.  
3. To test the SSPKCLP Series and other signaling appliances, trip the auxiliary panel, activate alarm circuit at the main control 
panel or activate one of the fire detection units in the system. All auxiliary signals should be activated. 4. An operational test on 
this product should be conducted in accordance with National Standards or at a minimum annually and more often if dictated by 
local and state codes or authorities having jurisdiction.  
SIGNALING APPLIANCE LIMITATIONS: Your speaker meets or exceeds current audibility requirements of Underwriters 
Laboratories. However, if the appliance is located outside a bedroom it may not wake up a sound sleeper, especially if the room 
door is closed or only partially open. 

 
THIS APPLIANCE WILL NOT OPERATE WITHOUT ELECTRICAL POWER. AS FIRES FREQUENTLY CAUSE POWER INTERUPTIONS, 

PLEASE DICUSS FURTHER SAFEGUARDS WITH YOUR LOCAL FIRE PROTECTION SPECIALIST. 

 
 
 

 
Velocity Detection over Time Zeta Alarms Ltd declares that this product is free from defects in material and workmanship and it will repair or replace any product or part 

thereof which proves to be defective in workmanship or material for a period of twelve (12) months from the date of purchase but not to exceed eighteen (18) 
months from the date of manufacture.  
Please contact Velocity Detection over Time Zeta Alarms Ltd directly for a return 
merchandise authorization (RMA) number before returning goods under warranty. Shipment must be prepaid and Velocity Detection over Time Zeta Alarms Ltd will repair or 

replace the product if the failure was caused by a manufacturing defect. 

Limited Warranty   

Mounting Rough-In Box & Run Wiring 

Checkout & Troubleshooting 


